
ASSEMBLY GUIDE - SHINGLEBACK RACK



Included with your rack is all of the required components, fasteners and brackets.

For the assembly of the Shingleback Rack, you will require basic hand tools only, including: 
 
3x spanner/socket wrench in 13mm, 17mm and 19mm sizes 
1x 10mm Allen wrench 
1x 6mm Allen wrench 
1x Measuring tape

ASSEMBLY PREREQUISITES



Assemble the lower rack using the provided 
square headed allen bolts.

Fit with a washer and a nylock nut.

Tighten firmly, and slide the U-bolt and 
bracket over the hitch bar.

STEP 1 - ASSEMBLE THE LOWER RACK



STEP 2 - ASSEMBLE THE UPPER RACK

Line up the upright with the cradle. 
 
Sticker side faces towards the elastic loops. 
 
Due to precision manufacturing tolerances 
and powder coating, this can be quite firm 
to line up.     

Fasten with three dome headed allen bolts.

Tighten with supplied washers and nylock 
nuts.



STEP 3 - LINE UP AND FASTEN THE CROSSMEMBER

Lay the assembled upper rack on its 
side. Using a crate to level the upright 
horizontally will make this job much easier. 
 
Balance the crossmember about midway 
along the upright.

Loosely fit with supplied long bolts and 
nylock nuts, through the square plate 
opposite. (left)

Measure from the cradle to this 
crossmember. (lower left) 
 
About 710mm will suit the wheelbase of 
most bikes. Of course this can be adjusted 
easily later if neccesary. (lower right)

Tighten bolts to fasten in place.



STEP 4 - FINAL ASSEMBLY

Fit the lower rack into your 50mm hitch receiver. Don’t forget to replace your hitch pin and its R clip. 
(below, left)

The anti-rattle clamp should be positioned and tightened evenly and firmly. This will arrest slop/ play 
in the hitch reciever and is not designed to replace your hitch pin in any way. (below, right)

Slide the upper rack into the lower, lining up the 
upright bolt holts. This can be quite firm at first.

Insert a square headed allen bolt through the 
lower hole, and then the quick release pin 
through the upper hole*. (left, lower left)
*if too tight, run a 13mm drill bit through the lined up holes.
 
Fasten the bolt with supplied washer and nut 
(non nylock), and the R pin through the quick 
release pin. (below) 
 
An extra nut and bolt is supplied which should 
replace the quick release pin on rough roads.



TIPS, TRICKS AND SAFETY

The best way to load the rack is from left to right, longest travel forks to shortest. You’ll work out the 
best way to mount your fleet in no time!

The Shingleback Rack is designed to hold your bikes securely and without scratching your 
paintwork, however given the massive range of bikes available, it’s a good idea to double check 
neighbouring bikes don’t touch before setting off, especially some bikes boasting radical geometries 
and extra wide handlebars. Reordering the bikes on the rack, rotating the right brake lever, or 
fastening it closed with a strap will usually get you out of trouble. 
 
Areas to quickly check are the right brake levers, the pedals, and crankarms. (below)

The easiest way to lift your bikes is to stand to 
the right of your bike, holding the seat stay or 
rear triangle with your left hand, and with your 
right hand, a fork leg or the right handlebar grip. 
(right)

Remember to be safe when lifting any heavy 
object. 
 
Bikes must be unloaded before tilting the rack.

Don’t forget to fasten the elastic straps around 
the wheels, and hang an auxillary number plate 
with the supplied harness. 
 
Always check bolts and fasteners are done up 
tight before each use. 
 
Do not climb, stand or swing on the rack.


